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NOTE:
· all measurements are approximate and are to be verified on site prior to commencement of the project.  Any

discrepancies are to be reported to samara landscape design
· written dimensions supercede all scaled dimensions
· the contractor or homeowner shall be responsible for securing any permits or engineering required, and shall

also be responsible for requesting all required inspections
· any wall exceeding 4' in height must be engineered
· all work to be performed in accordance with bcsla/bclna standards, current edition
· top of wall (TW) refers to finished wall height, including cap (unless otherwise noted)
· bottom of wall (BW) refers to finished grade at bottom of wall, and does not include footing depth
· 3" conduit to be installed under all hard surfaces to allow for electrical and irrigation installation
· all revisions to be approved by Samara Landscape Design
· all finished grades shall have a minimum 1% slope away from the building to allow for surface water run-off
· surface water not to be drained onto adjacent properties
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residence
main floor elevation

+326.32' (99.46m)

garage
front of slab elevation

+325.66' (99.26m)
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scale: not to scale

100mm (2") topsoil tree saucer

remove burlap/ties, if used
premium grade topsoil, 600 mm (1'-6") depth
minimum, compacted in 6" lifts
undisturbed sub-grade

shrub planting detail

note:
· soil/mulch over rootball shall not exceed 1" (25mm)
· prune all broken/damaged branches
· rootball to be 1"-2" (25-50mm) above finished grade
· mulch to be maintained weed free for min. of 2 years
· shrub to be regularly watered for min. of 2 years

50mm (2") mulch, not to contact trunk

min. 2x
rootball
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